


Material

- 30 m of 150 cm wide soft ripstop or tafeta

- 60 m edge binding

- 2 pcs 6/6 mm T connector

- 4 pcs 6 mm aluminium ferrules with inter-
nal central stopper

- 2 pcs 6 mm solid carbon rod, each 56 cm
long

- 4 pcs 6 mm carbon tube, each 96 cm long

- 1 pcs 6 mm carbon rod, 99 cm long

- 4 pcs 4 mm carbon rod, each 10 cm long

- 4 pcs 6 mm stopper clips

- Dacron 145 x 8 cm

- Dacron 20 x 6 cm

- Dacron 145 x4 cm

- 2 pcs 6 mm reinforced braided plastic General layout of the 30 m YangTze skin,
tube, each 8 cm long backside view.

- 4 pcs 4 mm bungee string, each 15 cm . 185
Iong . 71.5 . ) 71.5

- Power string (~150 kg) for edge loops and ' —
bridle, ~4m P*nwcrsmng loops, 20 mm ;! Feinforced front sleeves 4 cm 3 Side view

- Thin string (~50 kg) for wing tip connec-
tors, ~3m

\ £

100 em
batween

As an alternative material for the frame 8 mm Reinforcement for bridle 10x6 emwith pointed bottom/top frant of frant

. edge and
fiberglass can be used but then of course all \ tho fort

sleave

frame items must be changed accordingly. :

FHear sleaves 4 cm

The main steps for making a 30 m YangTze.
A. Create the folds and darts absolutely sym-
metrical on both sides along the length of

4 4
Initlal deep told, 105 cm
---------------------- from front edge

the ripstop. e 2|8
B. Sew the 1 cm edge bindings onto the g 2
ripstop. E—— ~=—f feenioem
C. Sew the reinforcement on the tail end. fold unti end.

D. Sew the reinforcements and the sleeves
on the Eye Phi part.
E. Make the frame.

Centre part of material

Detailed steps for making a YangTze 30 m.
1.  Hem the leading edge.
2. Mark the position of all folds on the tail.

To get the folds symmetrical on both h‘-\mge s v 1
sides: fold the tail double in its length and | il

make the marks on both edges pairwise. H length =30 m H

The initial fold is 105 cm from the front
edge. Then the other folds come with 100
cm gaps.

3. Make the initial folds.
a. 105 cm from the front/top of the mate-
rial measure 12 cm on the edge.

b. Make the fold (6 + 6 cm) of the edge. Side view (left side) of the sail.
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4. Sew the dart with three seams: at the base 1
and near the dart edges (dashed red lines T o 4
in the figure). 4

]
]
A photo of the initial dart is at step 8 be- {
low. {
]
]
Leading :
edge :
45 cm 1
:
]
]
]
]
]
]
]
]
]
]
]
]
]
: &cm :
5. Make the small folds. Side view (left side) of the tail,
a. Measure 4 cm on the edge, 100 cm —
from the initial fold. edge % T
< : 4 cm ;
100 cm 1o the initial '
b. Make the fold (2 + 2 cm) of the edge. Upside
(packside)
Leading ;\
edge ) Downside
ifrantanal
c. Sew the dart with three seams: at the e e !
base and near the dart edges (dashed ! EERNICIEIC SeAtE :
red lines in the figure). : :
A photo of a small dart is at step 8 below. E !
Leading E :
edge i :
i 15cm !
6. Sew the 2 cm darts until the very end of

the tail.
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Sew the edge binding.

As a reinforcement and protection of the
darts an edge binding needs to be sewn
on both sides. The binding should be 1
cm wide on the tail and sewn as the figure
indicates.

It is of course possible to instead make a hem
or double hem, but that would decrease the
width of the tail which in turn would have a
small negative influence of the smooth rippling
of the tail (unless the width is cut with allow-
ance for this).

8.

Make the tail end reinforcement.

The tail end needs to be heavily reinforced
so it is not ripped apart when fluttering in
the wind.

A 1 cm wide webbing should be sewn

on the end edge and this should then be
folded twice onto the tail and secured with
3 seams.
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Edge binding

1cm
-
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The figure shows double folded edge binding. Of course a
single folded bider can also be used provided that its edges are
not prone to fraying.

Tail skin

(View from front edge of skin.)

Initial seam 1o sacura the
wabbing strip 1o tha sail and

; 10 mm webbing
.-—"-rfﬂ
Triple sé&rrl&i%

The edge binding is the red line in this view. Note that the view
in this figure is different than from the one above; it’s from the
side.

—— —— Front spar sleeves

12 cm folds and dants -~ = e, Back spar sleeves

4 ¢m folds and darts

ST T Edge Edge
- binding Centre binding
L |

End reinforcement

The complete skin with darts, edge bindings and tail end
reinforcement.



There will be a small indention of the edge right
at the base of the dart.

10.

11.

Sew dacron reinforcements, 10 x 6 cm, in
the middle of the sail. The reinforcements
should have a pointed top, like a house
gable silhouette.

The back edge of the rear reinforcement
should be 105 cm from the front edge, in
line with the initial darts.

Sew the front sleeves for the cross spars
using 71.5 x 8 cm wide dacron tapes
which are folded over (around) the leading
edge with 4 cm on each side. The sleeve
should overlap the dacron reinforcement in
the middle and have loops of power string;
2 cm long loops at the outer end of the
sleeves. The loops should be on the rear

edge of the sleeves, as the figure indicates.

The sleeves for the cross spars should
have a 3 cm opening to allow the ferrule
going through.

Using 71.5 x 4 cm wide dacron tapes
sew the rear sleeves with their front edge
exactly 100 cm from the front edge. Also

these sleeves should have a 3 cm opening.

Sew in 2 cm long power string loops in
the outer front edge of the sleeves as the
figure indicates.
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Initial wide dart just below the sleeve.

715

Rear sleeves 4 cm

Re-inforcement for bridle
10 x 6 em
with pointed bottomitop

'\\‘\ & W e e

100 ¢em
between
front of front
edge and
the front

of the back
sleeve



Frame material. | . e B g ol |

For the frame the following items are used:

==

- 2 pcs 6/6 mm T connector T emmauterule
. B/ mm with central stopper
- 4 pcs 6 mm aluminium ferrules, preferably T connector

with centre divider
- 2 pcs 6 mm solid carbon rod, each 56 cm
long 6 mm 99
- 4 pcs 6 mm carbon tube, each 96 cm long st
- 1 pcs 6 mm carbon rod, 99 cm long
- 4 pcs 4 mm carbon rod, each 10 cm long

- 4 pcs 6 mm stopper clips L

- 2 pcs 6 mm reinforced braided plastic 6 mm carbon tube e 6 mm carbon tube
tube, each 8 cm long

-4 pcs 4 mm bungee String, each 15 cm Leading edge T connector
long

String (50 kg) for tensioning, 2.6 m

12. Prepare one 6 mm T connector for the

trailing edge by cutting away half of the

long part (to make it easier to insert the bl o et Note: Only one T connector

spine) easier o insert the spine should be cut. The one used in

) FEA, B | the leading edge should remain

in full length. In the photo the
left connector is cut for the
trailing (rear) edge and the right
T connector as delivered and  connector is for the leading

after cut. (front) edge.

13. Make two wing tip connectors of rein-
forced braided plastic tube.

Cut 2 pcs, 8 cm long, of reinforced plastic
tube, 6 mm inner diameter.

Cut 2 pcs, 210 cm long, of 50 kg string.
Tie the centre of a string to the centre of a
plastic tube using a wide knot leaving two
70 (approx.) cm long string ends from the
centre of the knot.

The best knot is ‘American Whipping’; see
instruction as an appendix in this plan for
tying an ‘American Whipping’. Other wide
knots that leave two strands in the middle
might also do, as long as they have sever-
el turns on the tube to distribute the pull.

The two strings from the plastic tube have
the double function of tensioning the salil
and keeping the tube in place.

14. Make three marks on each of the two
strings at 36, 44 and 48 cm from the plas-
tic tube.

15. Hold on the 48 cm mark with thumb and
index finger and tie the first overhand knot
over the 44 cm mark.

This short outer loop will be used as a
strap when disassembling the frame.

Thumb and index finger at 48 cm mark.

Kites for Connoisseurs - YangTze 30m 6



16. Tie a second overhand knot over the 36
cm mark. Trim the loose end of the string.

This longer inner loop is where the bungee
knot should go when tensioning the string.

17. Repeat for the other strings.

18. Prepare the spars according to the list of
frame material above.

19. The four side spars need to be reinforced
in the end that go into the centre spar
ferrule:

Slide a 10 cm long 4 mm carbon rod half-
way into a 96 cm side spar tube.

Put some glue on the 4 mm rod and slide
the whole rod into the 6 mm tube. Put a
mark on that end to distinguish it from the
non-reinforced end.

20. Repeat for the other three 96 cm side
spars.

21. Mark the centre of the two 56 cm carbon
rods by using a pencil. Then make addi-
tional marks on each side of this centre
mark, 2 cm from the centre.

If this doesn’t work because the carbon is
too black, then tape one round of brown
packing tape around the centre before
making the centre mark. Then make ad-
ditional marks on each side of this centre
mark, 2 cm from the centre.

22. Mark the exact middle of the sail (75 cm)
by folding the sail in half and make a
crease. Make the crease both at the front
dacron piece and the rear dacron piece.

23. Insert the 56 cm centre top rod into the
top sleeve until the opening at the centre.
Then slide the T connector onto the rod.

Note: For clarity the top sleeves not shown in the picture, just the
bare rod.
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24.

25.

26.

27.

28.

29.

30.

31.

Continue to insert the rod through the rest
of the top sleeve and make sure the T
connector will end up between the centre
marks made at point 21 above.

Glue ‘Stopper clips’ at each side of the T
connector.

Push out the ends of the carbon rod
through the sleeve openings and glue the
aluminium ferrules to each of the ends of
the rod.

If there is no central inside stopper in the
ferrule make sure the rod comes exactly
halfway through the ferrule.

Insert the bottom rod like the top rod,
make sure the T connector (the one that
has been cut) ends up between the marks
made at point 21.

Glue ‘Stopper clips’ at each side of the cut
off T connector.

Glue the aluminium ferrules to each of the
ends of the carbon rod, same as for the
top rod.

Tie a loop (using a simple overhand knot)
of 15 cm bungee, 4 mm thick) in each of
the four string loops in the sail at the end
of the sleeves.

Make a kite bag.
Sew a bag of nylon cloth. Size ~120 x 35
cm.
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Bridling
The YangTze has a two-point bridle tied around
the T connectors with loose loops.

32.

33.

34.

35.

For the front cross spar: make sure the T
connector is exactly in the middle of the
sail on the crease made at point 22 above.
Punch or burn two holes just beside the T
connector.

Cut ~6.5 m of 100 kg string. Tie a loose
loop around the T connector.

From the front: pull a string through one
hole and make it loop around both the
spine and the cross spar on both sides of
the T connectors. Pull the end of the string
through the second hole and tie the loop
with an overhand knot.

Repeat for the rear spars:

Make sure the rear T connector is exact-
ly in the middle of the sail on the crease
made at point 22 above. Punch or burn
two holes just beside the T connector.

Prepare the loop for the rear T connector
by tying an overhand knot 30 cm from the
string end.
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The lower picture is just to show how the loop is tied around the
T connector (not showing the string going through the skin).

Using this kind of loose loop the knot can be easily adjusted to
be exactly under the middle of the T connector.




36. Tie a loose loop around rear T connector.

For clarity of showing the com- Howhto tie the /bop overhand '
plete knot the loop is not going  knot.
through the sail in the picture.

37. For the towing loop cut 40 cm of the same
type of line as the bridle line, make a loop
and tie an overhand knot in the end.

38. Tie the towing loop around the bridle string
using a Prusik knot.

1. Place the loop under the 2. Pull the knot over the
string. string through the loop.

Prusik knot,

Prusik knot, tightened
open \ N

Double overhand knot

3. Pull the knot one more time 4. Tighten.
over the string and through the
loop.
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39. The towing point should be about 45 %
from the leading edge.

Verification of frame.

Verify that the sleeves are correctly sewn and
that the spars are of correct length by assem-
bling the frame.

40. Insert the 99 cm long carbon rod spine
first in the leading edge T connector.

41. Insert the rod in the rear T connector (with
the cut off shaft).

The rear end of the rod should fit in pre-
cisely to the cut off connector with the sail
under slight tension...

...and slide in nicely in the connector.

42. To assemble the frame, slide the four
carbon tubes into the top and the bottom
sleeves and into the centre rod ferrules.
Make sure that it is the reinforced end of
the tubes that go into the ferrules.

The left figure shows the frame when
the spine and four carbon tubes are
assembled.

The right figure shows the frame when the
tube ends have been joined in next step.
(The Eye Phi [Eye @] frame)
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Towing point

~270 cm

~320 cm

P




43. Bend the carbon tubes on one side to-
gether and join them with the reinforced
plastic tube.

44. Slip the tension lines two rounds (or more
if required for sufficient tension) around the
spars before sliding the inner loop over the
bungee knot.

v _
1

Complete wing tip with tension strings wrapped around the spars
45. Slide the inner loop of the tension line over u
the bungee knot. Note that the bungee ‘
knot should be inside the longer inner
loop; the outer loop is just a strap for easi-
er disassembly.

46. Repeat on other side.

The kite is complete, ready to fly.

Kites for Connoisseurs - YangTze 30m 12



Support.

There is some online support for the YangTze kite at: http://windman.se - Menu Support/YangTze
Assembling - http://windman.se/yangtze-assembling/

Launching - http://windman.se/yangtze-launching/

Packing up (after flight) - http://windman.se/yangtze-packing-up/

Stacking YangTze - http://windman.se/yangtze-stacking/

Wing spar connector - http://windman.se/yangtze-plastic-tube-connector/

Background.

A few years ago we, an Australian kite friend
visiting Bali and me, talked about how to use
the Janggan kind of tail, with the rippling effect,
in a western style kite.The idea challenged me: |
wanted to make a kite where the lifting part is as
invisible as possible (in contrast to the Janggan
where the lifting part is very elaborated, espe-
cially the head that is richly decorated).

It took me half a year before the solution
dawned on me: A simple vented wing where the
sail continues directly as the tail. The Eye Phi
(Eye @) frame was born (picture at step 42).

I initially gave the kite the name Canterbury.
Now, the name Canterbury seemed to be too
a far fetched pun (you had to remember from
your classes on English medieval literature and
Chaucer who wrote The Canterbury Tales), so
when | changed from 3 + 3 point bridle to 2
point bridle | also changed the name to Yang-
Tze, which both is a hommage to the origin
(Janggan) and a reference to the Chinese river
for the riverlike flow of the tail.

2021-02-26
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Appendix
Tying an American Whipping

1. Cut a string of ~50 kg strength with length : 20 cm
according to the kite manual. Mark the cen- f
tre of the string and put the string with a 20
cm loop on the tube with the centre (©) as i : )
the picture shows. | +
(The dark coloured part always runs on top b C

of the lighter coloured part)

2. Pull the loop down behind the tube as the P
arrow in picture 1 shows, and then pull the |'
loop up in front of the tube as the arrow in '
picture 2 shows.

3. Pull the loop down behind the tube as the |
arrow in picture 3 shows. |

4. Pull the loop up in front of the tube as the [
arrow in picture 4 shows. i

\\
Y
5. Repeat steps 3 and 4 until there are 5 ,'r
rounds around the tube. L

Pull and twist

6. After making the 5 rounds there is a small F
gnarl in the last loop. Release this by twist- |
ing the twine that runs under the rounds anti ~ *
clockwise at the same time as tightening
the last loop by pulling the twine to the left.
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7. Turn the tube so the five rounds come on
the left side and the loose ends to the right
and make a new 20 cm loop with the string
on the tube.

Pull the loop down behind the tube as the

8. arrow in picture 7 shows, and then pull the
loop up in front of the tube as the arrow in
picture 8 shows.

9. Make 5 rounds like previously on the left
side.

10. After making the 5 rounds there is a small
gnarl in the last loop. Release this by twist-
ing the twine that runs under the rounds anti
clockwise at the same time as tightening
the last loop by pulling the twine upwards.

11. Tighten the whipping by pulling the loose
ends. The loose ends are maybe now on
different sides of the round in the middle.
Bring the string ends to the opposite side
[back side] of the tube.

12. Secure the whipping by tying a reef knot.
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